
ECOFLOW DELTA 2 Max Smart Extra Battery FACT SHEET

SPECIFICATION

Input Ports
51.2V 2,000W Max
(X-Stream and solar dual charging)

Output Ports:
51.2V 3,200W Max

Battery Type:
LFP

Battery Life:
10 years of daily use
3000 cycles to 80% capacity

Warranty:
5 years

Protection Type:
Over Voltage Protection, 
Overload Protection, 
Over Temperature Protection, 
Short Circuit Protection, 
Low Temperature Protection,
Low Voltage Protection, 
Overcurrent Protection

Optimal Operating Temperature 20°C ~ 30°C 
(68°F ~ 86°F)
Discharging Temperature -10°C ~ 45℃ (14°F ~ 
113°F)
Charging Temperature 0°C ~ 45°C (32°F ~ 
131°F)
Storage Temperature -10℃ ~ 45℃ (14°F ~ 
113°F) (Optimal: 20°C ~ 30°C (68°F ~ 86°F))

GENERAL INFORMATION

Net Weight
19 kg (42 lbs)

Dimensions
464 × 235 × 283 mm
18 × 9 × 11 in.

Product Name
EcoFlow DELTA 2 Max Smart Extra Battery

Capacity:
2048Wh
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